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Link Study:

C:\EDX\Projects\KAVDCO\trn/Wheeler4-Creede.trn

Elevation {m)

32

3

SIGNAL®

12 14 16
Tx distance (km)

Prop. model: FCC-FCC

Time: 50.00 % Loc.: 50.00 %
Margin: 0.00 dB

Climate: Continental Temperate
Atm. factor: none

K factors: 1.333, 1.000, 1.000

Reliability Analvsis
Fade outage method: ITU-R 530-7

ITU-R terrain type: Inland

ITU-R refract. grad.: 20.0 %

External interf.: ~-150.0 dBmW
Dispersive fade margin: 80.0 dB

Ant. spacing (diversity): 0.0 m

Rain outage method: [TU-R Rec 530-7
Rain region: {

Transmitter Site: Wheelerd
ame: Wheeler4

ocation:

37°51'34.00" W106°43'49.00"
ite elevation: 3297.8 m
ntenna height: 150.0 m
ointing azimuth: 268.6 °
ransmitter power: 0.0005 kW
rans. line loss: 0.00 dB

ther losses: 0.00 dB

ntenna gain: 17.85 dBd
ntenna file:

otal ERP: 0.05 kW

Name: Wheelerd ->Creede
Frequency: 100.1000 MHz
Polarization: horizontal
Length: 17.19 km

Number of obstacles: 0
Excess path loss: 13.60 dB
Atm. absorption loss: 0.00 dB
Path loss for stats: 110.76 dB
Flat fade margin: 47.29 dB
Total fade margin: 47.27 dB
Annual fade outage: 0.00 s
Annual rain outage: 0.00 s
Link availability: 99.9999 %

Receiver Site: Creede

Name: Creede

Location:

N37°51'19.50" W106°55'34.00"
Site elevation: 27442 m
Antenna height: 9.1 m
Pointing azimuth: 88.6 °
Trans. line loss: 0.00 dB
FOther losses: 0.00 dB
Antenna gain: 17.85 dBd
Antenna file:

Received signal level: -43.77 dBmW

Notes

Exhibit 6T




PUD UOTACT e

SAUMEI] INEA,  n—

SACMUSTH o S10p10g A1) memm— SIOPIOF AILIS memmmmm  SIOPIOG AJUN0))  m—

= B

000002 00000}

W 0°000%

|

NS 2[Ry 18 Aiijroeg 70




19 Hqiyx3

PUD UOT/IRT e SAUMEI] BN, e— mhgz_w_: R siapiog A1) — SIOpIOg 2E1S  — S19pIOg AJUN0)) e

IS 1[0y M 16 Ko 7D




